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S DIMENSIONS
ITEM OO_,\__uOZmZ._.m _,\_b”.,._.m_u_>_. (nominal in mm)
1 Conductor_ .. | Tin plated ¢opper (2um min)| 0.6 x 0.025
2 Insulation .. Polyester (White) 0.043
3 Insulation Polyester (White) 0.043
4 | Reinforcement tape Polyester (Red) 0.226
5 | Reinforcement tape Polyester (Red) 0.226

. | . SPECIFICATIONS
E ZcB_umq oﬁ oo:acoﬁoqw 16 .
| Pitch-- P 1+0.10 .
. Span E 15 +0.15
.| Total width W ..-17+0.10
Margin M 1+0.20
Strip lehgth S1 4+1
Strip length - S2 4+1
End thickness T1 0.30 + 0.05
End thickness T2 0.30 + 0.05
Insulated length L 3275
Reinforcement length | F1 8+2
Reinforcement-length | F2 8+2
0.4 max

CHARACTERISTICS

ITEMS VALUE TEST METHOD
Resistance of.conductor | 1500 Ohm/km max -
Insulation resistance .
(conductof to conductor) | 19 MOhm.m min 500V DC
Dielectric test ' .
(conductor to oo:acoﬁoc . 1 minute 400 VAC
Temperature rating.. -.105 °C max -
Voltage rafing " | 60V-ACmax |
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