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MINI SERIES

	
COM

PANY PROFILE 	
500 Series	

M
ini Series	

Standard Series	
M

iddle Series	
Large Series	

Distributor Series	
RJ45 Series	

USB Series	
D-Sub series	

T Adapter Series	
Splitter Series	

HDM
I Series	

M
8/M

12 CONN Series	
M

 Series Distributor

CHOGORI
MINI Series  Specifications

Mini Series , Front Panel Mount & Male pin
Description

Figure

Drawing

 

Part-No. Contacts Contacts

Specifications

2 4 7 8

110V 110V 50V 50V

5A 2A 2A 2A

6

2+4

7

8

21204515-01

21007515-01

21008515-01

  21204525-01

  21007525-01

  21008525-01

Rated Current(40 ) 5A 5A 2A 2A 5+2A

Panel Thickness Max. 4.0mm

Environmental Protection IP67/IP68

Mechanical Life 500 mating cycles

OperatingTemperature 45   -  105

Voltage Rating 110V 110V 50V 50V 50V

Number of Contacts 3 4 5 6 2+4

Wire Gauge 0.519mm2 (20AWG) 0.34mm2 (22AWG)

Part-Number

4(2A)

5

6

2+4

2

3

4(5A)

Front Panel Mount 
Lock Bayonet Type, Solder

Front Panel Mount
Screw Type, Solder

Part-Number

7

8

2

3

21002515-01

21003515-01

21004515-01

21004515-02

21005515-01

21006515-01

  21004525-02

  21003525-01

  21004525-01

  21005525-01

  21006525-01

  21002525-01

4(5A)

4(2A)

5
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CHOGORI MINI Series  Specifications

Mini Series , Front Panel Mount & Male pin
Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

2 4 7 8

110V 110V 50V 50V

5A 2A 2A 2A

21005515-02

21006515-02

21204515-02

  21005525-02

  21006525-02

  21204525-02

  21007525-02

  21008525-02

21002515-02

21003515-02

21004515-05

21004515-06

21007515-02

21008515-02

  21003525-02

  21004525-05

  21004525-06

  21002525-02

6

2+4

7

8

2

3

50V

Rated Current(40 ) 5A 5A 2A 2A 5+2A

Number of Contacts 3 4 5 6 2+4

Wire Gauge 0.519mm2 (20AWG) 0.34mm2 (22AWG)

Panel Thickness Max. 4.0mm

Environmental Protection IP67/IP68

Mechanical Life 500 mating cycles

OperatingTemperature 45   -  105

Voltage Rating 110V 110V 50V 50V

Part-Number

5

6

2+4

7

2

3

4(2A)

4(5A)

Front Panel Mount
Lock Bayonet Type, PCB

Front Panel Mount
Screw Type, PCB

Part-Number

8

4(2A)

4(5A)

5
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MINI SERIES

	
COM

PANY PROFILE 	
500 Series	

M
ini Series	

Standard Series	
M

iddle Series	
Large Series	

Distributor Series	
RJ45 Series	

USB Series	
D-Sub series	

T Adapter Series	
Splitter Series	

HDM
I Series	

M
8/M

12 CONN Series	
M

 Series Distributor

CHOGORI MINI Series  Specifications

Mini Series , Rear Panel Mount & Male pin
Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

2 4 7 8

110V 110V 50V 50V

5A 2A 2A 2A

Rear Panel Mount
Lock Bayonet Type, Solder

Rear Panel Mount
Screw Type, Solder

Part-Number

Number of Contacts 3

Part-Number

6

  21008525-03

Max. 4.0mm

2+4

6

2+4

  21007525-03

  21204525-03 21204515-03

21007515-03

21008515-03

2

3

4(5A)

4(2A)

5

21002515-03

21003515-03

21004515-03

21004515-04

4 5 6

Environmental Protection IP67/IP68

50V 50V 50V

2A 5+2A

Mechanical Life 500 mating cycles

OperatingTemperature ﹣45℃  -  105℃

Voltage Rating 110V 110V

Panel Thickness

Rated Current(40℃) 5A 5A 2A

8

2

3

4(5A)

4(2A)

5

8

Wire Gauge 0.519mm2 (20AWG) 0.34mm2 (22AWG)

  21002525-03

  21003525-03

  21004525-03

  21004525-04

  21005525-03

  21006525-03

7

21005515-03

21006515-03

2+4

7
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CHOGORI MINI Series  Specifications
Mini Series, Male connector & Female pin

Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

2 4 7 8

110V 110V 50V 50V

5A 2A 2A 2A

 3.5 - 6.8 21007211-01

 3.5 - 6.8   21004221-02

 3.5 - 6.8

 3.5 - 6.8

 3.5 - 6.8

21204211-012+4

7

 3.5 - 6.8

2+4

7

8

5

6

5

6 21006211-01

Field Installable, 180°
Lock Bayonet Type, Solder

Field Installable, 180°
Screw Type, Solder

Cable 
Range(mm) Part-Number Cable 

Range(mm) Part-Number

8

21005211-01 3.5 - 6.8

 3.5 - 6.8

 3.5 - 6.8

 3.5 - 6.84(5A)

21002221-01  3.5 - 6.8

21003211-01

21004211-01

21004211-02

2

3

4(5A)

4(2A)

21002211-012

3

 3.5 - 6.84(2A)

OperatingTemperature 45   -  105

Voltage Rating 110V 110V 50V 50V 50V

Rated Current(40 ) 5A 5A 2A 2A 5+2A

Wire Gauge 0.519mm2 (20AWG) 0.34mm2 (22AWG)

Cable Range 3.5mm - 6.8mm

Environmental Protection IP67/IP68

Mechanical Life 500 mating cycles

Number of Contacts 3 4 5 6 2+4

 3.5 - 6.8 21008211-01

 3.5 - 6.8   21204221-01

 3.5 - 6.8   21007221-01

 3.5 - 6.8   21008221-01

 3.5 - 6.8 21003221-01

 3.5 - 6.8   21004221-01

  21005221-01

  21006221-01
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MINI SERIES

	
COM

PANY PROFILE 	
500 Series	

M
ini Series	

Standard Series	
M

iddle Series	
Large Series	

Distributor Series	
RJ45 Series	

USB Series	
D-Sub series	

T Adapter Series	
Splitter Series	

HDM
I Series	

M
8/M

12 CONN Series	
M

 Series Distributor

CHOGORI MINI Series  Specifications

Mini Series , Male connector & Female pin
Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

2 4 7 8

110V 110V 50V 50V

5A 2A 2A 2A

 max7.2

 max7.2

 max7.2

 max7.2

     21007213-01-XXX

 max7.2      21008213-01-XXX

     21002213-01-XXX

     21004213-02-XXX

     21005213-01-XXX

     21006213-01-XXX

 max7.2      21204213-01-XXX

     21004213-01-XXX  21004223-01-XXX

 max7.2   21004223-02-XXX

 max7.2   21006223-01-XXX

 max7.2

 max7.2

 max7.2   21204223-01-XXX

  21007223-01-XXX

 max7.2

Part-Number Cable 
Range(mm) Part-Number

 max7.2   21005223-01-XXX

  21002223-01-XXX

 max7.2   21003223-01-XXX      21003213-01-XXX

2

3

4(5A)

Molded, 180°
Lock Bayonet Type, Solder

Molded, 180°
 Screw  Type, Solder

Cable 
Range(mm)

4(2A)

5

Rated Current(40℃) 5A 5A 2A 2A 5+2A

Cable Range Max. 7.2mm

Environmental Protection IP67

Mechanical Life 500 mating cycles

OperatingTemperature ﹣40℃  -  80℃

Voltage Rating 110V 110V 50V 50V 50V

Number of Contacts 3 4 5 6 2+4

Wire Gauge 0.519mm2 (20AWG) 0.34mm2 (22AWG)

6

2+4

7

8

4(5A)

4(2A)

5

6

2+4

7

8

 max7.2

 max7.2   21008223-01-XXX

2

3

 max7.2

 max7.2



31www.chogori.cn

MINI SERIES

	
M

 Se
rie

s D
ist

rib
ut

or
	

M
8/

M
12

 CO
NN

 Se
rie

s	
HD

M
I S

er
ies

	
Sp

lit
te

r S
er

ies
	

T A
da

pt
er

 Se
rie

s	
D-

Su
b s

er
ies

	
US

B S
er

ies
	

RJ
45

 Se
rie

s	
Di

str
ibu

to
r S

er
ies

	
La

rg
e S

er
ies

	
M

idd
le 

Se
rie

s	
St

an
da

rd
 Se

rie
s	

M
ini

 Se
rie

s	
50

0 S
er

ies
	

CO
M

PA
NY

 PR
OF

ILE

CHOGORI MINI Series  Specifications

Mini Series , Male connector & Female pin
Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

2 4 7 8

110V 110V 50V 50V

5A 2A 2A 2A

     21004214-01-XXX

     21003214-01-XXX

     21006214-01-XXX

 max7.2

 max7.2

 max7.2

 max7.2

 max7.2    21002224-01-XXX

 max7.2    21003224-01-XXX

 max7.2     21004224-01-XXX

 max7.2     21005224-01-XXX  max7.2

 max7.2     21004224-02-XXX      21004214-02-XXX

     21005214-01-XXX

 max7.2      21002214-01-XXX

 max7.2    21006224-01-XXX

 max7.2     21204224-01-XXX

 max7.2     21007224-01-XXX

 max7.2     21008224-01-XXX

 max7.2

7

8

50V 50V

     21204214-01-XXX

 max7.2      21007214-01-XXX

 max7.2      21008214-01-XXX

Number of Contacts 3

4(2A)

5

Molded, 90°
Lock Bayonet Type, Solder

Molded, 90°
 Screw  Type, Solder

Cable 
Range(mm)

Rated Current(40 ) 5A 5A 2A 2A 5+2A

4 5 6 2+4

Wire Gauge 0.519mm2 (20AWG) 0.34mm2 (22AWG)

Cable Range Max. 7.2mm

Environmental Protection IP67

Mechanical Life 500 mating cycles

OperatingTemperature 40   -  80

Voltage Rating 110V 110V 50V

Part-Number Cable 
Range(mm) Part-Number

6

2+4

2

3

4(5A)

4(2A)

5

6

2+4

7

8

2

3

4(5A)
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MINI SERIES

	
COM

PANY PROFILE 	
500 Series	

M
ini Series	

Standard Series	
M

iddle Series	
Large Series	

Distributor Series	
RJ45 Series	

USB Series	
D-Sub series	

T Adapter Series	
Splitter Series	

HDM
I Series	

M
8/M

12 CONN Series	
M

 Series Distributor

CHOGORI MINI Series  Specifications
Mini Series , Front Panel Mount & Female pin
Description

Figure

Drawing

Part-No. Contacts Contacts

Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

Part-Number

Front Panel Mount 
Lock Bayonet Type, Solder

Front Panel Mount
Screw Type, Solder

Part-Number

3   21003625-01 3 21003615-01

2   21002625-01 2 21002615-01

4   21004625-01 4 21004615-01

Front Panel Mount 
Lock Bayonet Type, PCB

Front Panel Mount
Screw Type, PCB

Part-Number Part-Number

4   21004625-02 4 21004615-02

Number of Contacts 4

Wire Gauge 0.34mm2 (22AWG)

Panel Thickness Max. 4.0mm

Environmental Protection IP67/IP68

Mechanical Life 500 mating cycles

OperatingTemperature ﹣45℃  -  105℃

Voltage Rating 50V

Rated Current(40℃) 5A
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CHOGORI MINI Series  Specifications

Mini Series , Rear Panel Mount & Female pin
Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

Rear Panel Mount
Lock Bayonet Type, Solder

Rear Panel Mount
Screw Type, Solder

Part-Number Part-Number

4   21004625-03 4 21004615-03

Number of Contacts 4

Wire Gauge 0.34mm2 (22AWG)

Panel Thickness Max. 4.0mm

Environmental Protection IP67/IP68

Mechanical Life 500 mating cycles

OperatingTemperature ﹣45℃  -  105℃

Voltage Rating 50V

Rated Current(40℃) 5A
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MINI SERIES

	
COM

PANY PROFILE 	
500 Series	

M
ini Series	

Standard Series	
M

iddle Series	
Large Series	

Distributor Series	
RJ45 Series	

USB Series	
D-Sub series	

T Adapter Series	
Splitter Series	

HDM
I Series	

M
8/M

12 CONN Series	
M

 Series Distributor

CHOGORI
MINI Series  Specifications

Mini Series Male connector & Male pin

Description

Figure

Drawing

Part-No. Contacts Contacts

Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

Field Installable, 180°
Lock Bayonet Type, Solder

Field Installable, 180°
Screw Type, Solder

Cable 
Range(mm) Part-Number Cable 

Range(mm) Part-Number

4  3.5 - 6.8   21004121-01 4 3.5 - 6.8 21004111-01

Molded, 180°
Lock Bayonet Type, Solder

Molded, 180°
Screw Type, Solder

Cable 
Range(mm) Part-Number Cable 

Range(mm) Part-Number

4  3.5 - 6.8   21004123-01-XXX 4 3.5 - 6.8 21004113-01-XXX

Number of Contacts 4

Wire Gauge 0.34mm2 (22AWG)

Cable Range 3.5mm - 6.8mm

Environmental Protection IP67

Mechanical Life 500 mating cycles

OperatingTemperature 40   -  80

Voltage Rating 50V

Rated Current(40 ) 5A
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CHOGORI
MINI Series  Specifications

Mini Series , Male connector & Male pin
Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

2 4 7 8

Molded, 90°
Lock Bayonet Type, Solder

Molded, 90°
 Screw  Type, Solder

Cable 
Range(mm) Part-Number Cable 

Range(mm) Part-Number

4  Max. 7.2   21004124-02-XXX 4  Max. 7.2 21004114-02-XXX

Number of Contacts 3 4 5 6 2+4

Wire Gauge 0.519mm2 (20AWG) 0.34mm2 (22AWG)

Cable Range Max. 7.2mm

Environmental Protection IP67

Mechanical Life 500 mating cycles

OperatingTemperature 40   -  80

Voltage Rating 50V

Rated Current(40 ) 5A
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MINI SERIES

	
COM

PANY PROFILE 	
500 Series	

M
ini Series	

Standard Series	
M

iddle Series	
Large Series	

Distributor Series	
RJ45 Series	

USB Series	
D-Sub series	

T Adapter Series	
Splitter Series	

HDM
I Series	

M
8/M

12 CONN Series	
M

 Series Distributor

CHOGORI MINI Series  Specifications

Mini Series , Female connector & Male pin

Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

2 4 7 8

110V 110V 50V 50V

5A 2A 2A 2A

 21002311-01

 3.5 - 6.8  21004311-01

 3.5 - 6.8  21004311-02

 3.5 - 6.8  21005311-01

 3.5 - 6.8             21002321-01  3.5 - 6.8

 3.5 - 6.8             21003321-01  3.5 - 6.8  21003311-01

7

8

2+4

 21006311-01

 3.5 - 6.8  21204311-01

 3.5 - 6.8

  21204321-01

Field Installable, 180°
Lock Bayonet Type, Solder

Cable 
Range(mm)

 3.5 - 6.8   21004321-02

4(5A)

4(2A)

2

Field Installable, 180°
Screw Type, Solder

Wire Gauge 0.519mm2 (20AWG)

  21008321-01

 21007311-01

 21008311-01 3.5 - 6.8

3

8

5A 5A

IP67/IP68

500 mating cycles

﹣45℃  -  105℃

2A

2+46

110V 110V 50V 50V 50V

Rated Current(40℃)

Environmental Protection

Mechanical Life

OperatingTemperature

Voltage Rating

0.34mm2 (22AWG)

Cable Range 3.5mm - 6.8mm

2A 5+2A

Part-Number Cable 
Range(mm) Part-Number

5

6

2

3

4(5A)

6

2+4

7

 3.5 - 6.8

 3.5 - 6.8

Number of Contacts 3 4 5

 3.5 - 6.8

 3.5 - 6.8   21007321-01  3.5 - 6.8

4(2A)

5

 3.5 - 6.8   21004321-01

  21006321-01

 3.5 - 6.8   21005321-01
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CHOGORI
MINI Series  Specifications

Mini Series , Female connector & Male pin

Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

2 4 7 8

110V 110V 50V 50V

5A 2A 2A 2A

Max. 7.2     21008313-01-XXX

    21204313-01-XXX

    21008323-01-XXX

   21003323-01-XXX

Max. 7.2     21004323-01-XXX

2

3

4(5A)     21004313-01-XXX

Max. 7.2     21004313-02-XXX

    21006313-01-XXX

Max. 7.2

Max. 7.2     21007313-01-XXX

    21005313-01-XXX

Rated Current(40 ) 5A 5A 2A 2A 5+2A

Cable Range Max. 7.2mm

Environmental Protection IP67

Mechanical Life 500 mating cycles

OperatingTemperature 40   -  80

Voltage Rating 50V 50V

Number of Contacts 3 4 5 6 2+4

Wire Gauge 0.519mm2 (20AWG) 0.34mm2 (22AWG)

110V 110V 50V

8

6

2+4

7

8

Max. 7.2     21004323-02-XXX

Max. 7.2     21005323-01-XXX

Max. 7.2     21006323-01-XXX

Max. 7.2

4(2A)

5

6

2+4

7

Max. 7.2

    21204323-01-XXX

Max. 7.2     21007323-01-XXX

4(2A)

5

Cable 
Range(mm) Part-Number

    21002313-01-XXXMax. 7.2

Max. 7.2

Max. 7.2     21003313-01-XXX

Part-Number

2

3

4(5A)

Cable 
Range(mm)

Max. 7.2

   21002323-01-XXXMax. 7.2

Max. 7.2

Max. 7.2

Molded, 180°
Lock Bayonet Type, Solder

Molded, 180°
 Screw  Type, Solder
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PANY PROFILE 	
500 Series	

M
ini Series	

Standard Series	
M

iddle Series	
Large Series	

Distributor Series	
RJ45 Series	

USB Series	
D-Sub series	

T Adapter Series	
Splitter Series	

HDM
I Series	

M
8/M

12 CONN Series	
M

 Series Distributor

CHOGORI

Mini Series , Female connector & Female pin

Description

Figure

Drawing

Part-No. Contacts Contacts

Description

Figure

Drawing

Part-No. Contacts Contacts

Specifications

Part-Number

4  3.5 - 6.8   21004423-01-XXX 4 3 5 - 6.8 21004413-01-XXX

Field Installable, 180°
Lock Bayonet Type, Solder

Field Installable, 180°
Screw Type, Solder

Cable 
Range(mm) Part-Number Cable 

Range(mm) Part-Number

4  3.5 - 6.8   21004421-01 4  3.5 - 6.8 21004411-01

MINI Series  Specifications

Mechanical Life 500 mating cycles

OperatingTemperature 40   -  80

Voltage Rating 50V

Rated Current(40 ) 5A

Number of Contacts 4

Wire Gauge 0.34mm2 (22AWG)

Cable Range 3.5mm - 6.8mm

Environmental Protection IP67

Molded, 180°
Lock Bayonet Type, Solder

Molded, 180°
Screw Type, Solder

Cable 
Range(mm) Part-Number Cable 

Range(mm)


